Form Approved
REPORT DOCUMENTATION PAGE OMB No. 0704-0188

The public reporting burden for this collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this collection
of information, including suggestions for reducing the burden, to Department of Defense, Washington Headquarters Services, Directorate for Information Operations and Reports
(0704-0188), 1215 Jefferson Davis Highway, Suite 1204, Arlington, VA 22202-4302. Respondents should be aware that notwithstanding any other provision of law, no person shall be
subject to any penaity for failing to comply with a collection of information if it does not display a currently valid OMB control number.

PLEASE DO NOT RETURN YOUR FORM TO THE ABOVE ADDRESS.

1. REPORT DATE (DD-MM-YYYY] |2. REPORT TYPE 3. DATES COVERED (From - To)
22-05-2001 CONFERENCE PROCEEDINGS

4. TITLE AND SUBTITLE 5a. CONTRACT NUMBER

A FRAMEWORK FOR DATABASING 3D SYNTHETIC ENVIRONMENT

DATA

5b. GRANT NUMBER

5c. PROGRAM ELEMENT NUMBER

6. AUTHOR(S) 5d. PROJECT NUMBER
Roy Ladner, Mahdi Abdelguerfi, Ruth Wilson, John Breckenridge, Frank
McCreedy and Kevin Shaw

5e. TASK NUMBER

5f. WORK UNIT NUMBER

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION
Naval Research Laboratory REPORT NUMBER
Marine Geoscience Division NRL/PP/7440--01-1004

Stennis Space Center, MS 39529-5004

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSOR/MONITOR'S ACRONYM(S)
NATIONAL IMAGERY AND MAPPING AGENCY AND THE U.S. MARINE NIMA AND MCWL
CORPS WARFIGHTING LAB

11. SPONSOR/MONITOR'S REPORT
NUMBER(S)

12. DISTRIBUTION/AVAILABILITY STATEMENT
Approved for public release, distribution is unlimited.

13. SUPPLEMENTARY NOTES

14. ABSTRACT ‘

Since 1994 the Digital Mapping, Charting and Geodesy Analysis Program at the Naval Research Laboratory has been developing
an object-oriented spatial and temporal database, the Geographic Information Database (GIDBTM). Recently, we have expanded
our research in the spatial database area to include three-dimensional synthetic environment (3D SE) data. This work has focused
on investigating an extension to the National Imagery and Mapping Agency's (NIMA's) current Vector Product Format (VPF)
known as VPF+. This paper overviews the GIDB and describes the data structures of VPF+ and a prototyped 3D synthetic
environment using VPF +. The latter was designed as a 3D Geographic Information System (3D-GIS) that would assist the U.S.
Marine Corps with mission preparation and also provide onsite awareness in urban areas.

15. SUBJECT TERMS
3d-gis, vpf, vpf+, 3d synthetic environment

16. SECURITY CLASSIFICATION OF: 17. LIMITATION OF }18. NUMBER |19a. NAME OF RESPONSIBLE PERSON

a. REPORT |b. ABSTRACT | c. THIS PAGE ABSTRACT g:G‘Es Roy Ladner

Unclassified| Unlassified | Unclassified 19b. TELEPHONE NUMBER (inciude area code)

1 228-688-4679

Standard Form 298 (Rev. 8/98)
Prescribed by ANSI Std. 239.18




NRLINST 5600.2

) Abstract only, published { ) Abstract only, not published

Ref: (a) NRL In ) Book () Baok Chapter STRN NRL/PP/7440--01-1004

{b) NRL Instruction 6610.40D | ) conterence Proceedings { X} Conference Proceedings Route Sheet No.
{refereed) {not refereed) Job Order No. 74-6731-01
Encl: (1) Two copies of subject { ) Invited speaker { ) Multimedia report S

. . Classification X U o
paper (or abstract) { ) Journal article {refereed) { ) Journal article (not refereed)
( ( Sponsor NIMA & MCWL
(

) Oral Presentation, published } Oral Presentation, not published
) Other, explain approval obtained /yes no

Title of Paper or Presentation
A FRAMEWORK FOR DATABASING 3D SYNTHETIC ENVIRONMENT DATA

Author{s) Name(s) (First, Mi, Last), Code, Affiliation if not NRL
ROY LADNER (CODE 7440.2), MAHDI ABDELGUERFI (UNIVERSITY OF NEW ORLEANS), RUTH WILSON, JOHN BRECKENRIDGE,
FRANK McCREEDY AND KEVIN SHAW (CODE 7440.2)

It is intended to offer this paper to the _ 12TH INTL CONFERENCE ON DATABASE AND EXPERT SYSTEMS APPLICATIONS

{Name of Conference)

MUNICH, GERMANY, SEPTEMBER 3-7, 2001

{Date, Place and Classification of Conference)

and/or for publication in

{Name and Classification of Publication) (Name of Publisher)

After presentation or publication, pertinent publication/presentation data will be entered in the publications data base, in
accordance with reference (a).
It is the opinion of the author that the subject paper (is ) (is not X ) classified, in accordance with reference (b).
This paper does not violate any disclosure of trade secrets or suggestions of outside individuals or concerns which have been
communicated to the Laboratory in confidence. This paper (does } {does not & ) contain any militarily critical technology.
This subject paper (has ) (has never ﬂ ) been incorporated in an official NRL Report,

ROY LADNER. NRL Code 7440.2 “ L KL

Name and Code (Principal Author) L (Signa'ture)

5. ROUTING/APPROVAL

CODE SIGNATURE DATE COMMENTS

Author(s) Lader A\ Kf&l\/\- 6/(%//(\//

Section Heacéhaw //J MCA—/ ;‘/Z L/o/

Branch Head ya %

AN/ / ’/ / - ‘.-
Harris Y ///Ué‘v‘ﬂw g/ 2 7/ oA
B 4 4 - 1. Release of this paper is approved.

Diwsmn;f(b Z/é’/é’ﬂf /2 . B , 2. To the best knowledge of this Division, the
iy P (Tl ) Joorl | Tt sty |srsmassvimmmm

)

% 2,
. f{. p . 1. Paper or abstract was releaseg,
Security, Code +221T°T I]O 3 'I //////’/{ //‘/A/Q/« . ) (/ZVé’/ 2. A copy is filed in this officef{j@/fz ‘0/

ice 0 nsel, y ) L
cned | AW s, o]
0o~ ’

ADOR/Director NCST /)

Public Affairs (Unclassified/ Q / P N v
Unlimited Only), Code 3238 Y30 3, 4;//\) o4 K \/,’-:f/a) S/ /0 / o AA ] /e %} (ot ,wﬁ//f :
Division, Code / ) 4

Author, Code 7440.2

HQ-NRL 5511/6 (Rev. 12:98) (e) THIS FORM CANCELS AND SUPERSEDES ALL PREVIOUS VERSIONS

[N




m A - Approved for public release, distribution is unlimited.

1:' B - Distribution autharized to U.S. Government agencies only {check reason below):

D Foreign Government Information D Contractor Performance Evaluation D Critical Technology

D Proprietary Information D Administrative/Operational Use D Premature Dissemination
D Test and Evaluation D Software Documentation D Cite "Specific Authority
Date statement applied {identification of valid documented authority)

Other requests for this document shall be referred to

(Insert Controlling DOD Office*)

D C - Distribution authorized to U.S. Government agencies and their contractors (check reason below):

D Foreign Government Information D Software Documentation
Administrative/Operational Use Critical Technology D Cite "Specific Authority

Date statement applied {Identification of valid documented
Other requests for this document shall be referred to

{insert Controlling DOD
D D - Distribution authorized to DOD and DOD contractors only {check reason below):
D Foreign Government Information D Critical Technology
D Software Documentation D Cite "Specific Authority "

. . ification of valic
Administrative/Operational Use Aoentification of valid documsnted

Date statement applied

Other requests for this document shall be referred to

{Insert Controlling 00D Office™)

D E - Distribution authorized to DOD components only (check reason below): D Critical Téshnology

D Proprietary Information D Premature Dissemination D Direct Military Support
D Foreign Government Information D Software Documentation EI Test and Evaluation
D Administrative/Operational Use D Contractor Performance Evaluation I:I Cite "Specific Authority "

. fIdentification of valid ted
Date statement applied {idel valid documente:

Other requests for this document shall be referred to

{Insert Contralling 00D Office*)

D F - Further dissemination only as directed by

{insert Cantrolling DOD Office™)
Date statement applied or higher DOD authority

D X - Distribution authorized to U.S. Government agencies and private individuals or enterprises eligible to obtain export-controlled
technical data in accordance with regulations implementing 10 U.S.C. 140c.

Date statement applied

Other requests for this document shall be referred to

{Insert Controlling DOD Office*)
*For NRL publications, this is usually the Commanding Officer, Naval Research Laboratory, Washington, DC 20375-5320

D Classification only D NOFORN D DTIC exempt {explain)

Substantive ghanges made in this document after approval by Classification Review and Public Release invalidate
Classification Review these reviews. Therefore, if any substantive changes are made by the author, Technical Information, or anyone else,
(Initial/Date) the document must be returned for another Classification Review and Public Release.

8. INSTR

Author completes and submits this form with the manuscript via line channels to the division head for review and approval according to
the routing in section 4.

T. NRL RePOrtS..ciiimiiiiiiiiiiiii it teiareseeente s s anaee s e es e s e sann e Submit the diskette (if available), manuscript, typed double-spaced,
complete with tables, illustrations, references, draft SF 298, and
proposed distribution list. :

2. NRL Memorandum RePOrtS.......cvevreereiimeiminmonerersiererennennnrsnssesssessseserens Submit a copy of the original, typed manuscript complete with
tables, illustrations, references, draft SF 298, and proposed

distribution list.

3. NRL Publications or ather books, brochures, pamphlets,..........coevevevevene Handled on a per case basis by Site Technical Information Office.

proceedings, or any other printed publications,

HQ-NRL 5219/1 {Rev. 5-97) (e) (Back)




Lecture Notes in Computer Science

A Framework for Databasing 3D Synthetic
Environment Data

Dr. Roy Ladner', Dr. Mahdi Abdelguerfi’, Ruth Wilson', John Breckenridge', Frank
McCreedy', Kevin B. Shaw'

'Naval Research Laboratory, Stennis Space Center, MS
{rladner, ruth.wilson, jbreck, mccreedy, shaw} @ nrlssc.navy.mil

2University of New Orleans, Computer Science Department, New Orleans, LA
mahdi @ cs.uno.edu

Abstract. Since 1994 the Digital Mapping, Charting and Geodesy Analysis Pro-
gram at the Naval Research Laboratory has been developing an object-oriented
spatial and temporal database, the Geographic Information Database (GIDB™).
Recently, we have expanded our research in the spatial database area to include
three-dimensional synthetic environment (3D SE) data. This work has focused
on investigating an extension to the National Imagery and Mapping Agency's
(NIMA’s) current Vector Product Format (VPF) known as VPF+. This paper
overviews the GIDB and describes the data structures of VPF+ and a prototyped
3D synthetic environment using VPF+. The latter was designed as a 3D Geo-
graphic Information System (3D-GIS) that would assist the U.S. Marine Corps
with mission preparation and also provide onsite awareness in urban areas.

1 Introduction

The Digital Mapping, Charting and Geodesy Analysis Program (DMAP) at the Naval
Research Laboratory has been actively involved in the development of a digital map-
ping database through its Geospatial Information Database (GIDB™). The GIDB is an
object-oriented, CORBA compliant spatial database capable of storing multiple data
types from multiple sources [GIDB]. The data is accessible both locally and remotely
over the web through a Java Applet.

Recently we have expanded our work in the spatial database area to include three-
dimensional synthetic environment (3D SE) data. Our synthetic environment work
has focused on investigating an extension to the National Imagery and Mapping
Agency's (NIMA’s) current Vector Product Format (VPF) known as VPF+. VPF+
adds a new level of topology called Level 4 Full 3D Topology (Level 4). The topo-
logic information encompasses the adjacencies involved in 3D manifold and non-
manifold objects, and is described using a new, extended Winged-Edge data structure
called 3D Non-Manifold Winged-Edge Topology. This new level of topology is in-
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tended to facilitate the use of VPF in the 3D SE generation process by supporting a
wide range of three-dimensional features expected to be encountered in a three-
dimensional synthetic environment.

We have prototyped VPF+ in a 3D Geographic Information System (3D-GIS) that
would assist the U.S. Marine Corps with mission preparation and also provide onsite
awareness in urban areas. These operations require practice in physically entering and
searching both entire towns'and individual buildings. Our prototype, therefore, sup-
plements the more traditional 2D digital-mapping output with a 3D interactive syn-
thetic environment in which users may walk or fly across terrain, practice entry of
buildings through doors and windows, and gain experience navigating the interiors of
buildings.

2 DMAP's Spatial Database Experience

DMAP began investigating spatial database issues in 1994 with the development of
the GIDB. The GIDB includes an object-oriented model, an object-oriented database
management system (OODBMS) and various Spatial Analysis Tools. While the
model provides the design of classes and hierarchies, the OODBMS provides an effec-
tive means of control and management of objects on disk such as locking, transaction
control, etc. Spatial analysis tools include spatial query interaction, multimedia sup-
port and map symbology support. Users can query the database by area-of-interest,
time-of-interest, distance and attribute. Interfaces are implemented to afford compati-
bility Arc/Info and Oracle 8i, among others.

Not only has the object-oriented approach been beneficial in dealing with complex
spatial data, but it has also allowed us to easily integrate a variety of raster and vector
data. Some of the raster data includes Compressed ARC Digitized Raster Graphics
(CADRG), Controlled Image Base (CIB), jpeg and video. Vector data includes VPF,
Shape, sensor data and Digital Terrain Elevation Data (DTED). The VPF data in-
cludes such NIMA products as Digital Nautical Chart (DNC), Vector Map (VMAP),
Urban Vector Map (UVMAP), Digital Topographic Data Mission Specific Data Sets
(DTOP MSDS), and Tactical Oceanographic Data (TOD).

Figure 1 gives an example of how the user may use this data over the web through
the applet. The area-of-interest shown in the figure is for a portion of the U.S. Marine
Corps Millennium Dragon Exercise that took place in September 2000 in the Gulf of
Mexico. Using the applet interface to the GIDB the user was able to access the area of
interest, bring in CIB imagery and overlay it with various vector data from DNC,
MSDS and survey data from the Naval Oceanographic Office. The user was then able
to zoom in and replace the CIB with CADRG imagery, and then zoom in further to see
more of the detail of the MSDS data around the harbor in Gulfport, Mississippi.

In addition to spatial query features, the GIDB is capable of temporal query, such
as wave height over a given time span for spatial objects (for instance, an ocean sen-
sor), to provide statistics (min, max, mean, standard deviation) of this data and to
provide data plots.
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Fig. 1. Screen shots from Millennium Dragon exercise area. From left to
right: (1a) CIB background with VMAP, DTOP MSDS, sensor data and
DNC added. (1b) CADRG Data added, area-of-interest zoomed in. (1¢)
Additional zoom with CADRG and sensor data.

3 Motivations for the Current Work

NIMA is the primary provider of synthetic environment data to the Department of
Defense and to the private sector. VPF and DTED are the formats used by NIMA to
disseminate a significant amount of that data. Despite the widespread use of VPF, its
shortcomings have been documented in the synthetic environment database generation
systems used by a variety of government and private groups, involving different pro-
prietary end-product formats, and across varying user needs [Trott 96]. These short-
comings involve VPF's arrangement of features into disjointed, thematic layers, its
lack of attribute and geometric data appropriate to the reconstruction many 3D objects
and its often lack of correlation with DTED data. Disjointed thematic feature data, in
particular, requires considerable preprocessing and data integration to be usable in a
3D synthetic environment. These shortcomings add much time and money to the
process of constructing synthetic environments from VPF data.

Non-manifold objects are those in which one of the following conditions exist: (1)
exactly two faces are not incident at a single edge, (2) objects or faces are incident
only through sharing a single vertex, or (3) a dangling edge exists [Gursoz 90, Lien-
hardt 91, and O'Rourke 95]. A dangling edge is one in which the edge is not adjacent
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to any face. Examples are given in Figure 2 where non-manifold conditions are noted
by the bold edges. Non-manifold objects are commonplace in the real world, and they
should be found in a synthetic environment (SE).

VPF uses winged-edge topology to provide line network, face topology and seam-
less coverages across tile boundaries [VPF 96]. However, it lacks the constructs nec-
essary to maintain the adjacency relations in non-manifold objects. While an edge is
adjacent to exactly two faces in VPF Level 3 topology, an edge may be adjacent to 0,
1, 2, 3 or more faces in a SE when a non-manifold condition is present. Though the
winged-edge topology used by VPF relates each edge to exactly two faces (left and
right, corresponding to two adjacent faces), the concept of a "left" and "right" face
may be lacking in 3D non-manifold objects where multiple faces may be incident to
the edge.

VPF also relates each connected node to exactly one of the edges to which each
such node is connected. This allows for retrieval of all edges and faces to which the
node is connected using the winged-edge algorithm. However, in a SE a connected
node may connect two different 3D objects, two different faces or a dangling edge.
Relating the connected node to only one edge in these circumstances will not be ade-
quate for retrieval of all spatial primitives.

A ;

=
Fig. 2. Clockwise from top left: (2a) Multiple Faces Incident at a Single Edge.
(2b) Dangling Edge and Building Joined Only By a Common Point. (2¢) Two

Buildings Sharing a Face With a Non-Manifold Condition at the bold Edge.
(2d) Partial Building Creates Non-Manifold Condition.

There are a number of data structures that are capable of maintaining the adjacency
relationships found in manifold and non-manifold objects. Notable are the Radial
Edge [Weiler 86], the Tri-Cyclic Cusp [Gursoz 90] and the ACIS Geometric Modeler
[Spatial 96]. The Radial Edge Structure is an edge based data structure that addresses
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topological ambiguities found with two non-manifold situations - the non-manifold
edge and the non-manifold vertex. The Tri-Cyclic Cusp Structure is a vertex based
data structure. This data structure addresses the topological relationships that the
Radial Edge Structure addresses, and, in addition, is specifically intended to resolve
ambiguities inherent in certain non-manifold representations that may not be easily
eliminated by the Radial Edge structure as when two objects are joined only at a
common point. The ACIS Geometric Modeler is a component-based package consist-
ing of a kernel and various application based software components.

While these may provide a theoretical basis for a logical extension of the VPF stan-
dard, they could not be directly implemented. Our primary area of concern is model-
ing synthetic environments. These other data structures address a different application
area, solid modeling, making them often inconsistent with Winged-Edge topology
concepts found in the VPF standard.

There are also a number of major developers of synthetic environment database
systems such as Loral Advanced Distributed Simulation, Inc., Lockheed Martin In-
formation Systems (LMIS), Multigen, Inc., Evans & Sutherland (E&S) and Lockheed
Martin Tactical Defense Systems (LMTDS). Their products include database formats
such as the S1000, OpenFlight, TARGET, and specific image generator formats.
Their emphasis, however, is on visual representation, not three-dimensional topologi-
cal relationships.

4 The VPF+ Data Structure

Since VPF has widespread use and there are numerous VPF databases, the data struc-
tures described in this section are defined as a superset of VPF, known as VPF+, in
order to facilitate the use of VPF in the 3D SE generation process. This superset in-
troduces a new level of topology called Level 4 Full 3D Topology (Level 4) to accom-
plish 3D modeling. A boundary representation (B-rep) method is employed. B-rep
models 3D objects by describing them in terms of their bounding entities and by topo-
logically orienting them in a manner that enables the distinction between the object’s
interior and exterior. '

The topologic adjacencies of three-dimensional manifold and non-manifold objects
in the SE are described using a new, extended Winged-Edge data structure, referred to
as “Non-Manifold 3D Winged-Edge Topology”. Geometric information includes both
three-dimensional coordinates and Face and Edge orientation. Although this discus-
sion is restricted to planar geometry, curved surfaces can also be modeled through the
inclusion of parametric equations for Faces and Edges as associated attribute informa-
tion.

Level 4 is a full 3D topology that is capable of representing comprehensive, inte-
grated 3D synthetic environments. Such an environment can include the terrain sur-
face, objects generally associated with the terrain surface such as buildings and roads,
and it can include objects that are not attached to the terrain but are rather suspended
above the terrain surface or below a water body’s surface.
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4.1 VPF+ Topologic Structures

There are five main VPF+ primitives found in Level 4 topology: (1) Entity node —
used to represent isolated features; (2) Connected node — used as endpoints to define
edges; (3) Edge — an arc used to represent linear features or borders of faces; (4) Face
— a two-dimensional primitive used to represent a facet of a three-dimensional object
such as the wall of a building; and (5) Eface — a primitive that describes a use of a face
by an edge. Unlike the topology of traditional VPF, the Level 4 topology of VPF+
does not require a fixed number of faces to be incident to an edge. The Eface is a new
primitive that is introduced to resolve some of the ensuing ambiguities. Efaces de-
scribe a use of a Face by an Edge and allow maintenance of the adjacency relation-
ships between an Edge and zero, one, two or more Faces incident to an Edge. This is
achieved in VPF+ by linking each edge to all faces connected along the edge
through a circular linked list of efaces. Each eface identifies the face it is associ-
ated with, the next eface in the list and the “next” edge about the face in rela-
tion to the edge common to the three faces. Efaces are also radially ordered in
the linked list in a clockwise direction about the edge in order to make traversal
from one face to the radially closest adjacent face a simple list operation.

In addition to the eface structure, VPF+ introduces several extensions to VPF con-
sistent with non-manifold topology and 3D modeling. One extension is the Node-
Edge relationship. While VPF relates each Connected Node to exactly one Edge,
VPF+ allows for non-manifold Nodes. This requires that a Node point to one Edge in
each object connected solely through the Node and to each dangling Edge (an edge
that is adjacent to no face). This relationship allows for the retrieval of all Edges and
all Faces in each object and the retrieval of all dangling Edges connected to the Node.

Significant to 3D modeling, VPF+ defines Two-Sided Faces. Faces are defined in
VPF as purely planar regions. In VPF+ Faces may be one sided or two sided. A two
sided Face, for example, might be used to represent the wall of a building with one
side used for the outside of the building and the other side for the inside of the build-
ing. Feature attribute information would be used to render the two different surface
textures and color. A one sided Face might then be used to represent the terrain sur-
face.

Additionally, orientation of the interior and exterior of 3D objects is organized in
relation to the normal vector of Faces forming the surface boundary of closed objects.
This allows for easy distinction between an object's interior and exterior.

For more detail on VPF+ topologic structures the interested reader is referred to
[Abdelguerfi 98].

4.2 Features in VPF+

Traditional VPF defines five categories of cartographic features: Point, Line, Area,
Complex and Text. Point, Line and Area features are classified as Simple Features,
composed of only one type of primitive. Each Simple Feature is of differing dimen-
sionality: zero, one and two for Point, Line and Area Features respectively. Unlike
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Simple Features, Complex Features can be of mixed dimensionality, and are obtained
by combining Features of similar or differing dimension.

For Level 4 topology, VPF+ adds a new Simple Feature class of dimension three.
The newly introduced feature, referred to as 3D Object Feature, is composed solely of
Face primitives. This new feature class is aimed at capturing a wide range of 3D
objects. Although 3D Objects are restricted to primitives of one dimension, 3D Ob-
jects of mixed dimensionality can be modeled through Complex Features using Simple
Features of similar or mixed dimensionality as building blocks.

Software performance can be improved by identifying characteristics of real 3D ob-
jects that will allow storage of optional, unambiguous topological information that
may otherwise require considerable processing time to derive. Clearly, portions of
numerous 3D objects form closed volumes that divide 3D space into interior, exterior
and surface regions. Optional topological information in these cases includes the
classification of Faces as either inside of, outside of or part of the boundary of the 3D
Object and the orientation of the interior and exterior of the object.

Though Area Features may geometrically exist in 3D space, they are topologically
two dimensional, and are intended to model surface area. As with 3D Object Fea-
tures, Area Features are Simple Features, and objects being modeled at this level
are restricted to be composed only of Faces connected along incident Edges or at
non-manifold Connected Nodes. Each face may be single sided or double sided,
but an Area Feature will generally make use of only a single side of a double
sided Face.

4.3 Cross-Tile Topology

Tiling is the method used in VPF to break up large geographic data into spatial units
small enough to fit the limitations of a particular hardware platform and media.
Primitives that cross tile boundaries are split in VPF, and topology is maintained
through cross-tile topology. The cross-tile constructs of VPF are extended in Level 4
in accordance with the organizational scheme of Non-Manifold 3D Winged-Edge
topology. Tile boundaries in VPF+, however, consist of planar divisions.

5 The Prototyped Synthetic Environment

The synthetic environment prototype consists of the Military Operations in Urban
Terrain site at Camp LeJeune, North Carolina. The MOUT site is a small city built by
the Marine Corps for urban combat training. The MOUT site consists of approxi-
mately 30 buildings constructed in a variety of shapes and sizes to resemble what
might be expected in an actual urban area. Since the area is supposed to resemble a
combat environment, some are constructed to exhibit various degrees of damage.
There is also a transportation network and the usual urban features associated with this
type of setting such as trees, park benches, planters, flag poles, etc. Data for the site is
readily available, which allowed for construction of a detailed 3D SE that closely
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matched its real world counterpart. MOUT buildings that exhibit damage, for exam-
ple, are reproduced in the prototyped SE to show the same elements of damage.

The prototype provides a 3D synthetic environment alongside a more traditional 2D
digital map. The map view offers general orientation and feature identification, while
the 3D SE complements this with an immersive experience of the three-dimensional
environment [Ladner 2000]. The combination should prove beneficial to a variety of
uses.

A commercial-off-the-shelf OODBMS was used for the prototype database. Java2
and the Java3D API were used for interface into the database. The Java3D API pro-
vided reasonable performance for 3D interaction and easy implementation.

5.1 The User Interface

The user interface for the prototype consists of windows for displaying 2D digital
maps and 3D synthetic environments. Each window is placed in a separate frame to
allow for independent re-sizing according to the user’s needs. On start-up, the user is
given a map of the world, which allows selection of a user-defined area of interest
(AOI) by dragging the mouse across and down the map.

Selection of an AOI causes the database to be queried. A digital map is drawn with
all database features (Figure 3(a)). The user then has several options including zoom,
pan, render features in 3D and identify objects. Rendering objects in 3D was left to a
user decision rather than a default occurrence for performance reasons. Although the
user can render all features in 3D, the user is given the choice of zooming and panning
the map as a means of selecting features for 3D display. Only those features within
the AOI are rendered in 3D, avoiding the unnecessary use of resources to extract un-
wanted feature geometry from the database.

Figures 3(b) - 5 show the 3D SE of the MOUT facility from various positions. The
interface allows the user to move through the SE and into and out of buildings by use
of the arrow keys. Movement can be by walking on or flying above the terrain. Drop-
down menus allow the user to change speed, background texture and lighting condi-
tions. Altering lighting conditions allows the viewer, for example, to obtain both day
and night views of the 3D SE.

A feature is also provided that allows the user to track his position in the 3D SE.
When activated, this feature places an icon on the map corresponding to the user’s
position in the 3D SE. As the user moves through the SE, the position of the icon is
updated. The icon is oriented to correspond to the user’s orientation in the SE.

6 Observations

This paper has described VPF+, a VPF-consistent data structure capable of supporting
topologically consistent three-dimensional feature coverage. VPF Winged-Edge to-
pology is insufficient to support the many topological adjacency relationships found in
the 3D SE. The Non-Manifold 3D Winged-Edge Topology will support these rela-
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tionships in a wide range of objects likely to be modeled in a 3D SE and provides a
framework for the 3D synthetic environment generation process. VPF+ should be
useful for commercial as well as the more traditional modeling and simulation appli-
cations, especially for developers who want to extend their geographic information
system capability to add 3D topology.

Detailed data in the form of highly accurate representations of the interior and exte-
rior of buildings was used in the prototype. Some SE applications do not require
building interiors. For these, building exteriors with accompanying topology suffices.
VPF+ topology will support these implementations as well. Continuing research into
improved methods of automating the extraction of detailed 3D object geometry from
satellite, aerial and panoramic imagery should be beneficial for providing detailed data
over large areas, at least for building exteriors. On smaller areas, digitizers can be
used to re-construct building interiors from building plans or CAD data can be im-
ported. Where building plans are not available or where more rapid development is
required, further work can concentrate on developing tools to project the interior lay-
out of buildings based on photo-imagery, the building use and a basic material compo-
sition description, i.e. steel, brick, frame. This type of description should be easily
obtainable.
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Fig. 3. From Left: (3a) 2D Map of the MOUT Facility. (3b) 3D View of the MOUT Facility
from the Southwest.
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Fig. 4. Street View of the MOUT Facility Looking
North.
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